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CHARGING CRADLE C-50
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F3 GIFT-LOYALTY

User Integrated PIN pad with EDS, 3DES and RSA encryption

Interface  128x64 pixel backiit LCD display
Audio output

Keypad Numeric,function and screen addressable keys

Printer Embedded thermal printer, up to 12 lines per second, 203dpi

Paper Size 58mm/2.3in (width), 40 mm/ 1.6 in (roll diameter)

Card Reader  3-track magnetic stripe reader
IC card reader

Communication Ports  Serial port
Processor and Memory  Optimized 32 bit Java bytecode RISC processor
1MB SRAM
8MB Flash
32 KB SRAM (battery backup, key storage)

Operating System / Software  GlobalPlatform, STIP, Multi-application

CAR CHARGER

Certifications  EMV level 12
PTS certification
PCI PED certification
FCC, CE, CCC
UL/TUV/CCC / PSE for power adapter

Power Battery: 1400mAH, 7.4V
AC power adapter: 100~240V 50/60Hz

Dimensions(w x d xh)  109x192x53 mm (4.3x7.5x2.0in)

Weight 424g/150z/0.94 Ibs COMMUNICATION MODULES

Environment Operating temperature: 0~40°C (32~ 104°F)
Operating humidity: ~ 20-~85% RH, non-condensing

Storage temperature:  -20~60°C (-4~140°F)

Storage humidity: 10~90% RH
Optional Features 2 SAM cards add-on board

SDK (Software Development Kit)

Charging cradle C-50

Carrying case

Holster
Stand alone battery charger 100~240V 50/60Hz AC POWER MODULE
Car charger

Available Communication Modules 336K baud modem module

%
Ethernet module
Bluetooth® 2.0 Class 1 module 100 meters
850/1800/1900 GSM/GPRS module
900/1800/1900 GSM/GPRS module
Character Sets Latin alphabet: 12 x 24, 16 x 32
Chinese characters: 24 x 24, 32 x 32

Japanese characters: 24 x 24, 32 x 32
Cyrillic characters: 12 x 24, 16 x 32 BATTERY CHARGER
Scalable up to 8 times original size

All features and specifications are subject to change without notice. All trademarks mentioned are registered by their respective owners.
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